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Ninterglas’ porcherindustries

porcherindustries Germany GmbH

SAFETY INFORMATION SHEET

Product : Continuous filament glass fibre fabric
with Finish FK800 ; FK144 and FK104

Manufacturer/Supplier:  Porcher Industries Germany GmbH
Benzstrasse 14
D- 89155 Erbach

Department responsible for issuing information:
Customer Service: 07305 955 -424
Laboratory: 07305 955 -350

Description

Products made from continuous filament glass fibres with a nominal diameter of 5 um or above.
The fabric is finished with a Chrome (Ill) complexe and/or with organosilanes and has a maximum
finish content of 0,3%

Ingredients
Fibrous Glass, E-glass > 99 % CAS-No. 65997-17-3
Finish < 0,3% n.a.

Our finished glass fabrics are products which do not liberate chemicals.
Our products do not contain SVHC-compounds of the ECHA-List (Article 57) in a concentration
> 0.1% by weight and do not contain heavy metals, PBB / PBDE or PCB.

Possible dangers
The inhalation of dust and fibres may cause short-term irritation of the mouth, nose and throat.

Eye contact with dust and fibres may cause short-term mechanical irritation.
Skin contact with dust and fibres may cause itching and short-term irritations.

First-aid measures
When handled correctly, first aid measures are not necessary.

In case of Inhalation move person to fresh air. Seek medical attention if irritation persists.
If eye contact happen, Flush eyes with running water. Seek medical attention if irritation persist.

After Skin contact, wash with mild soap and running water.
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To avoid further irritation, do not rub or scratch affected areas.
Rubbing and scratching may force fibres into skin. Seek medical attention if irritation persists.

Physical properties

Appearance

Form/State textile, solid

Colour white

Odour odourless
Melting point 12500C
Softening point 8400C
Flash point The product is not flammable
Ignition temperature The product is not flammable
Explosion limit The product is not explosive
Density (20 Oc ) 2,6 g/cm3

Fire fighting measures

Suitable extinguishing media: Water, Dry Powder, CO2, Foam
High temperatures such as can be found in a warehouse fire, may liberate decomposition products such as carbon
dioxide, carbon monoxide and decomposition products out of incomplete incineration.

Handling and storage

Severe mechanical loading of the fabrics can lead to the generation of dust and fly that may produce irritation.
Should the situation arise, local extraction measures are advisable.

Condition for save storage: Dry
Do not stack unsecured

Limitation of exposure and protective measures

When the recommended measures for handling and storage are complied with, there is no need for personal
protective equipment.

For skin protection, long sleeved shirt, long pants and gloves are recommended.

If exclusive exposure to fly and dust are identified, the use of FP-1 or FP-2 respirator is recommended.

General protection and hygiene measures: Wash hands prior to breaks and at the end of the working day. Persons
with sensitive skin should use a fat-based protective cream. Avoid close-fitting working clothes.

Toxicological information

The products contain no fibres with a diameter below 3 um and a lenght greater than 5um and cannot therefore
be inhaled. Glass fibres break only in shorter fragments with the same diameter. They present therefore only a
possible irritant in the form of fly.

Europea Commision Directive 1272/2008 which concerns classification, packing and labelling of hazardous
substances did not think it necessary to include glass fibres as having carcinogenic risk, as they are not
“undirected fibres”. E-Glass Continuous filaments have a parallel orientation in the fibre bundles.

Fibrous glass are not subject to the Ordinance on Hazardous Substances, shown in the German TRGS 900 and
TRGS 905.
ACGIH = American Conference of Governmental Industrial :
A4 —not classifiable as a human carcinogen.
IARC= International Agency for Research on Cancer:
Group 3 — not classifiable with respect to human carcinogenicity



Safety information sheet for glass fibre fabric with finish FK800; FK144 and FK104
Revision date: 11.04.2023 Page 3 from 3

Some studies have shown in dusts from highly chopped and pulverised glass very low quantities of particles with
fibrous aspects. Though are the quantities measured in work atmospheres 50 to 100 times lower than all the
limits fixed for respirable fibres.

Practical experiences

When handled and used properly no effects deleterious to health are known.

Ecological information

E-glass is not biodegradable.

As the concentration of the organic ingredients and their solubility are low and as they have

not been classified as hazardous, our fabrics are considered to have no adverse eco-toxicological
effects.

Disposal guidelines

Waste name Fiber Glass Material
Waste Product code No. (preferably) EAK-No. 101103

Transport regulations

No hazardous goods by transport regulations.

Regulations

Product do not contain hazardous ingredients.

As textile glass fibre, product is no dangerous good, it do not needs labelling

Continuous filament glass fabrics do not require hazardous product labelling according to the
EC Directive 1272/2008

For attention:

The information provided describes matters relevant to safety to the best of our current knowledge.
It neither constitutes quality characteristics nor absolves you from personal responsibility when handling product

and/or from observing legal regulations and conditions.



