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Leicht: nur 220 g
Light-Weight: 220 g only

Netz- und
Akku-Betrieb
(“\Q‘“ Op:l:te; on Mabi;rs )
3 and Rechargeable
i -
«(‘(\ Ergo-styled design
Optional = .
EC Cutter — die neue Generation
einer Akku-Schere -
. Fiir einlagige Schnitte. Schneidet fast von selbst _J
‘ \ e Technische und Synthetische Materialien (verzahntes Set)
e Natiirliche Materialien (unverzahntes Set)

EC Cutter — the NEW Battery-
Powered Generation

Designed for effortless single-layer cuts
e Industrial and Synthetic Materials (serrated set) —
e Natural Materials (unserrated set)

Hartmetalleinsatz
Carbide-Edged Blades
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Operating Instructions ,,EC Cutter*

Specification Data:

Standard Voltage: 230V

Power Mains Frequency: 50 c/s

(other voltages and frequencies upon inquiry)
Length of Cultter: 220 mm approx.
Weight of Cutter: 0.25 kg approx.

Transformer with Power Cord: 2.0 m approx.
Set made up of:

Cutter Grip (1) complete with

Attachment (A) "short —blade” for contoured cuts
Attachment (B) "flat-foot” for straight cuts
Transformer (2) with Power Cord

Charger Base (3)

Power Mains Adaptor (4)

Rechargeable Battery (5)

Please check for completeness upon receipt.
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Cutting Attachement A or B

Push Button Attachement Lock

ON/OFF Trigger Switch

Battery
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Your E.C. Cutter Set is supplied with a fully charged battery (5)!

Please make sure to recharge the battery (5) is STRICT compliance with

the relevant instructions given on the next pages!
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Maintenance and Operating Instructions

IMPORTANT: PRIOR to any Maintenance and Servicing:
Make sure that the cutter is completely disconnected from the power
mains and/ or that the battery (5) is removed!

IMPORTANT: Make sure that this cutter is used in keeping with the Standard Operating
Conditions set forth herein — and is NOT subjected to any “overload”
conditions!

IMPORTANT: Make sure that this cutter is properly and regularly serviced in keeping

with relevant instructions as these measures will greatly contribute to-
wards operational safety and reliability — and longer service life!
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Maintenance and Servicing Notes:

Make sure that the cutting attachments (A and B) are frequently cleaned and that all moving
parts and bearing surfaces are properly lubricated.

Operating Notes and Instructions:

The yellow ON/OFF trigger switch (3) is located on the underside of the cutter grip (1)

PRIOR to taking the cutter into operation.

Make sure that the rating details in the type plate of the transformer (2) are in keeping with those of
your power mains supply.

Charging of the Battery (5):

Plug the transformer (2) into the power mains outlet and connect the charger base (3), upon which
the red LED comes ON to indicate ,ready to charge®. Insert the battery (5) in the charger base (3),
upon which the red and green LEDs comes ON to indicate ,charging“, which process takes about 2
to 5 hours. In case the green LED ,fails“ to come ON, remove the transformer from the power mains
outlet and plug it in again.

Once the charging process is completed, one of the LEDs will change to ORANGE to indicate that
the battery (5) is ready for work. Remove the transformer (2) from the power mains outlet as soon
as the charging process is completed, upon which the red LED goes OUT and the battery (5) can be
removed from the charger base (3).
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* The YELLOW Battery (5) and BLACK silver-speckled Charger Base (3) are SYSTEM- components
and should NEVER be used in combination with other system- products even though they may look
identical!

* Make sure the battery is NEVER completely DISCHARGED! Make it a habit to charge the battery in
regular intervals NOT exceeding three (3) months.

* Working on direct Mains Power:

Remove the YELLOW Battery (5) and insert the BLACK/yellow Mains Adaptor (4) used in combina-
tion with the transformer (2). This done, plug the transformer (2) into the power mains outlet and in-
sert the transformer’s power cord plug in the mains adaptor (4). The cutter is now ready for work.

* DANGER: NEVER insert the Black/yellow Mains Adaptor (4) accidentally in the Charger Base (3)
(regardless of whether connected to a power source or not!). Any such WRONG practice will
result in a SHORT-CIRCUIT situation damaging all connected components beyond repair
and requiring their ,replacement®, in which case claims for damage under Warranty cannot
be accepted !

 IMPORTANT: Make sure, when working on mains power, that the power cord never comes
across the cutting path and gets cut!

* Replacing of Cutting Attachments (A or B)

IMPORTANT: PRIOR to Replacing a Cutting Attachment:
Make sure that the cutter is completely disconnected from the power mains and/or that the
battery (5) is removed from the handle!
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This being the case, hold the cutter in a way that your thumb and index finger come to rest
on the YELLOW push-button (2) , apply firm pressure whilst using the fingers of the other
hand to get hold of the cutter blades to carefully ,wiggle’ the cutting attachments out of the
handle.

Hold the other cutting attachment by the yellow ends, squeeze the ends together and push
them into the handle. Should they fail to engage in the handle, “wiggle” the attachment
carefully until it clicks into position

DISPOSAL: To avoid any ,consequential damage®, dispose of any and all damaged electri-

cal components as ,hazardous’ waste in keeping with local rules and regulations !
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Generally Applicable SAFETY Precautions

Please read these SAFETY notes very carefully before taking this cutter into operation —
and remember that they are compiled to protect your health and well-being!

Keep these SAFETY Rules and Regulations within easy reach
for reference whenever required!

The following general SAFETY Rules apply to the use and handling of Electro-powered Hand Tools so as
to help prevent personal damage arising from such risks are misuse, short-circuit currents, electric shock,
fire, etc:

1. Make sure that you perform your work properly and in a way and manner not exposing you and your
fellow workers to undue risks! In other words, concentrate on what you are doing, don't give alcohol,
cigarettes and/or drugs any chance to ruin your income.

2. Make sure your wear suitable clothing, i.e. nothing that may get entangled with or caught by the moving
part of a machine or anything protruding from your work surroundings. Rings must be taken off,
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and long hair belongs under a net or headscarf. Outside work is best done in protective clothing, gloves
and non-slip footwear.

3. Keep your working space clean and tidy - messy surroundings are an ideal scenery for accidents.

4. A relaxed posture guarantees good working results. Avoid unnatural positions when standing or sitting.
Make sure you don't loose your balance when tripping over something on the floor.

5. Make sure to wear SAFETY goggles and to wear a breathing mask when working in dusty spaces.

6. Always remember that you are surrounded by people, i.e. workmates, passers-by and children. Never
allow "outsiders" to enter your working space. Failing that you are likely to be held responsible for any
accident.

7. Do not use this cutter until your are completely familiar with all operating details involved. Inspect your
cutter and attachments thoroughly for functional efficiency and operational SAFETY and reliability BE-
FORE starting with your work.

8. Make sure you are familiar with the ambient conditions at your working space. Make sure you work in
dry space and safely away from anything combustible, such as gasses and liquids. Do NOT use your
equipment in humid and/or wet surroundings. Make sure your working space is properly illuminated.

9. Make sure that this cutter is securely parked away in OFF-power condition in a dry and safe place inac-
cessible to unauthorized persons. When having a tea/coffee/lunch break: Make sure that this cutter is
SAFELY kept away from children.

10. Be aware of the ever-present electric shock hazard. Keep safely away from electric risk sources in the
form of leakage currents likely to be present in anything mains-connected and/or grounded.
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11.
12.

13.
14.

15.

16.

17.

Avoid starting the cutter accidentally. Never carry it with a finger on the trigger switch.

Make sure that the power cord is protected from damage, sharp edges, heat sources, soiling with oil
and grease. Never carry the cutter by its power cord. Make sure that the power cord is trailing behind
the cutter and does not come across the cutting path.

When working outside, make sure that you use only duly certified and marked extension cables.

Always handle this cutter with due care. The design of the cutting attachments prevents accidental inju-
ries during operation, yet it is still risky to try and touch the moving blades. Make sure that (continued
next page) the free hand always moves alongside the cutter and never in front of it. Clean cuts require
sharp blades, so make sure to replace the dull ones in good time ahead. Keep the cutter body clean
and dry at all times.

Make sure that this cutter is used in keeping with the Standard Operating Conditions set forth herein-
before - and is not subjected to any 'overload' conditions resulting in jamming of the blades.

SERVICING: Make sure that the cutter is completely disconnected from the power mains and/or that
the battery (5) is removed so as to avoid any risk whatever. Clean the cutter thoroughly and make sure
that all material residue is removed. Exercise due care when changing the cutting attachments (A or
B). Once all service-relevant work is completed, perform a final check to ensure the operational
SAFETY and efficiency of the cutter.

It is recommended practice to inspect the cutter regularly for damage and other deficiencies. Make
sure to use ORIGINAL component parts ONLY when replacements have to be made. "As-good-as"
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replacement parts shall under no circumstances be used as such misapplication will immediately in-
validate any and all warranty claims.

18. Repairs shall only be performed by duly qualified electricians or by the original supplier.

Disposal:
* Dispose of any and all damaged electrical components as 'hazardous’

waste in keeping with local rules and regulations!
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