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Technical Data /j :
Silicone rubber KDSV-10 L

(Set of two components)

Description

B Hardness Shore A 10+1

B Heat resistant up to max. 200 °C

B Excellent flowability

B Easy Processing

B Very good tear resistance

B Very soft, for models with strong undercuts

KDSV-10 is a pourable, condensation curing 2-component silicone rubber with low viscosity.

Processing
No heat of reaction occurs during vulcanization, so that even larger quantities (e.g. 10 kg) can be poured without the risk of overheating.

Mixing ratios from 100 : 2 to 100 : 3 are possible:
Processing time (100 g in a cup at 25 °C):

100 : 2 = approx. 50 minutes
100 : 3 = approx. 30 minutes

Characteristics Target value
Colour A: White Catalyst: Transparent
Mixing viscosity (m.Pas) 13000 + 2000
Hardness Shore A 10+2
Tear strength (kN/m) >13
Tensile strength (MPa) >2.4
Elongation (%) > 640
Mixing ratio 100:3
Processing time (min/25 °C) 30 - 50
Curing time (after h) 4-5
Shrinkage (%) <0,3

All information, recommendations, and advice on the part of R&G Faserverbundwerkstoffe GmbH are published to the best of our knowledge and belief. They are noncommittal and contain neither
explicit nor tacit assurance or warranty of particular properties. The values specified for properties are typical figures. Recommendations or advice serve to describe our products and possible appli-
cations in a general or exemplary, but not specifically individual manner. In the course of the constant technical advancement and improvement of our products there may be changes to the charac-
teristic values, copy, and diagrams; no specific reference is made to any such change. Owing to our products’ wide and highly diverse range of potential applications far beyond any of our attempts
to analyse, the customer alone is responsible for examining our products’ suitability for the respective processes and purposes and their respective processibility. All and any protective rights and the
applicable laws, terms, and conditions must be observed by the buyer or user of our products at their own responsibility. Publication is not a licence and does not intend the violation of any patents.
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